Physical Specification

Nominal Voltage
Nominal Capacity (10HR)

12y
7SAH(H)

Length
Width

260+ 2mm (10.24 inches)
168 £2mm (6.61 inches)

Dirension Container Height 210+ 2mm (8.27 inches)
Total Height (with Cover) 216+2mm (8.51 inches)
Weight Approx 25.0kg (55.2Ibs)
Standard Terminal T8
Electrical Specification
20 hour rate (40 A) E0AH
75AH Initial Charging Current
Rated Rors (F5A less than 225A Voltage
Capacity | 5how rate (12.9A)| 64 5AH Crcle | 140 150v st 25C (7
Jhow rmte (10.5A) | 585AH Constant Tero  Coeficent -20mVFC
1 howr rate (45 A) 45AH Voltage
Capacity 40°C  (104°F)| 103% | Charge !"“ it on Initial Chaig-
affected by Standb ing Current Voltage
e st 25°C (7T°F)|  100% W 13sv-138v at 25°CETR)
g 0C (32F)| &% Ternp. Coeffcient - 20MVFC

Dimensions (mm)

Standard Terminal
Threaded Insert 6mm STUD
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Discharging Current & Discharge Duration Time

9
B
7
E 6
g d
i | :
El 2 m
g T=n =
=] i -
= an =
"E’ n
] —{——40 "C(104°F)
N e T e 25 °C( 77F)
5 ———0°C{ 32F)
4
T ol 1248 7 92 nws 029
Discharge Current (&)
Discharge Characteristics (25°, 77°F)
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Discharge Time

Constant Current (Amp) and Constant Power (Watt) Discharge Table (25°, 77°F)

e Time(minute)
~__Finalvoltage | 10 | 15 | 20 | 30 | 45 | 60 | 120 | 180 | 240 | 300 | 360 | 480 | 600
~ 13 |13 | 13 | 16 | 16 |167 | 17 |175 | 1.75[ 175 [1.75 |18 | 1.8
Amp/Watt/Cell ™~ _
A 187.5 | 142.5| 112.5| 86.3 | 60.0 | 45.0 | 263 | 19.5 | 150 | 129 | 11.4 |89 |75
w 3525 | 270.0 | 220.5| 162.8( 119.3| 89.1 | 522 | 389 | 209 | 25.7 | 22.8 | 17.9 |15.0
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